General Specifications 18

Saltire Stables

General Construction Elements - all buildings

Sizes
Walls

Partitions

Ventilation

Doors

Roof

Treatment

All external sizes are shown on pricelist / drawings with quotation

3 x 2" nominal (zaxs3 s kiln dried CLS timber, dressed & graded to SC3/4 BS5268
Optionally 4 x 2" nom CLS (s xsa s (Standard on Clyde model) studwork is placed at average
550mm centres and covered with kiln dried tongue & groove softwood weatherboard.

16 and 12 x 125mm nom as standard (12 anc 18 x 121mm fnished)

Framework as above but covered full height with 11mm exterior grade OSB Sterling Board.
Optionally 18mm OSE, 12mm MR MDF or Ply, 19mm Sawn.

Optional chatgrills - see Ochil or PENTLAND

Gable end louvre slatted ventilators minimum 450 x 375mm. Upper wall ventilators to suit
studwork. Ventilation also facilitated by corrugated profile of Onduline.

Full 1.2m (4°) opening in Looseboxes as recommended by the British Horse Society. Stable
doors framed in 4 x 2 nom KD CLS timber (as above), lined with 11mm OSB (or to match
kicklinings). External vertical 16 x 125 nom (2= 121 mmacy PTGV pressure treated softwood.
Other doors to sizes shown in plans, frame ledged & braced, unlined inside. All doors fitted
with fully galvanised fittings including heavy duty tee hinges, padbolts and cabin hooks.
Stable doors have angled bottom door chewstrip protection and kickoverlatches.

Optional autolok bolts

Trusses are heavy duty, prefabricated with 3 x 2" nom CLS to approved profile with
minimum 15 degree pitch. External trusses fully clad with gable ventilator. Internal

trusses are either fully clad with OSB (tack/haystores) or partially clad to create

cantilever,

Purlins are a minimum 6 x 2 nom CLS (38 x 140 mm &y or KD softwood to SC3/4 BS5268 and
fixed in special BAT galvanised joist hangers at average 515mm centres. Roof gables are
finished with 25mm drip flashing and dressed facia board, also fixed to canopy leading edge.
Insulation & sound deadening properties and 15 year manufacturer guarantee.

In areas of high wind or snow loading and larger expanses of roof, sarking is strongly
recommended.

This also benefits reduction in condensation inside the stable. Also available is profile clad
roofing in a range of colours which is laid over a sarking deck as standard.

All exterior and ground contact timbers are fully pressure treated to BS4072/5268 and
guaranteed against rot and insect damage for 15 years. External panels are finished in an
environmentally sympathetic natural light green colour. This requires no further treatment (eg

creosoting) but the use of a water repellent like Thomsons Waterseal is recommended. The panels

are also stainable with spirit based systems to a wide range of colours.

STANDARD LOOSEBOX SPECIFICATIONS

Height

{on brickcoursea)

Canopy
Sizes

Roof

Sarking
Canopy

Kickboarding

[Locsabomes only)

Framework
Cladding
Height
Windows

locsabowes only)

Doors

Guttering
Ventilators
Arristrips
Baseworks

Door Entry 2.100m (83")  all upgradeable in 150mm
Canopy 2.240m (88") (6") steps up to 2.4m (1007)
Ridge 2.922m (1157)

1.152m {457

As supplied on basework plans - shown in imperial as nominal for ease of understanding
eg 12 x 12" nominal

TAY FORTH CLYDE

Black Onduline Black, red, green Profile clad (colour)
Translucent option Translucent option Paolycarbonate option
Optional optional standard

lined with w/board
To eaves / 18mm OSB

lined with w/board

To eaves / 11mm OSB
upgradeable

dwangs at 1.2m

3x2nom CLS (3863 mmac
19 x 125 W-Board (15« 121mm aeny

Open, unlined

1.2m (4°) / 11mm OSB
upgradeable

capped

3 x 2 nom CLS (36 x s3mm sct)

16 x 125 W-Board 12 x 121mm ac)

dwangs at 0.6 & 1.2m
'4 X 2 nom CLE {38 x BSmm act)
19 x 125 W-Board (16 x 121 a2y

2.24m (88" 2.39m (94" 2.54m (100")
760mm fixed perspex Hopper style Multislat louvre
weldmesh grill anti-nosing grill anti-nosing grill
lined bottom lined top & bottomn fully lined steel face
heavy duty tee hinges autolok & tee hinges crook & band hinge
not supplied front & back 112mm front & back 112mm
gables only gables & rear walls gables & rear walls
not supplied fitted to door edges fitted to door edges

A min 100mm {4") concrete base with single brickcourse recommended






